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TECHNICAL DATA SHEETS
FOR KERO HOSE

Klotz Art Name 602
Branding Admi®Star 30
Hose Type Industrial Fire Hose
Norm applied n/a
Manufacturing Type extrude
MATERIALS USED
Tube Composition black SBR
Resistance against abrasion, ageing, cold/warm industrial- or seawater
tensile strenght  MPa r22
elongation atbreak % |Ir215
adhesion kN/m >=25N/25mm
Reinforcement white polyester yarn - red/yellow/black color code
weaving style flat, plain
twisting 2F ply
Coupling long aluminium Storz coupling
binding zinc plated wiring with special hose protection
sealing RBM

TECHNICAL SPECIFICATION

Temp Range °C -20°C-+80°C
Art No ID oD Tolerance ® WB/BP Weight
mm mm ID/OD mm bar g/m
25 25,0 25-27 10/30 117
50 52,0 51-53 10/30 242
75 75,0 76-78 10/30 465
100 100,0 102-104 10/30 743
150 150,0 150-153 6/18 924
note:
9/m w/o coupling

The content of this ,Technical Data Sheet‘ (TDS) is for information purposes only and without any responsibility. This TDS does not contain any guarantee or agreed qualities of this
product. Therefore, this information does not release you from further testing and verification for particular purposes. To the extent permitted by law, this TDS does not make any warranty,
neither explicit nor implicit, and does not assume any liability in connection with the use of this information. We strictly refer to our AGB and we are therefore not liable for any direct,
incidental, consecutive or punitive damages arising from the use of this TDS. All information may be subject to change.





